
The installer should review the contents of this manual with the owner upon
completion of installation, and the manual should be left with the owner and placed in
a location close to the installation.

IMPORTANT SAFETY INSTRUCTIONS
When using electrical appliances, safety precautions to reduce the risk of fire, electric
shock or injury to persons should be followed, including:

1. READ ALL INSTRUCTIONS BEFORE USING THIS WATER HEATER.
2. This water heater must be grounded. Connect only to properly grounded outlet.

See “GROUNDING INSTRUCTIONS” found on “INSTALLATION INSTRUCTIONS”.
3. Install or locate this water heater only in accordance with the provided installation

instructions.
4. Use this water heater only for its intended use as described in this manual.
5. Do not use an extension cord set with this water heater. If no outlet is available

adjacent to the water heater, contact a qualified electrician to have one properly
installed.

6. As with any appliance, close supervision is necessary when used by children.
7. Do not operate this water heater if it is not working properly or if it has been

damaged or dropped.
8. This water heater should be serviced only by qualified service personnel. Contact

a service person for examination, repair or adjustment.
9. Any water heater should be installed in such a manner that if it should leak, the

resulting flow of water will not cause damage to the area in which it is installed.
National Plumbing codes require a drain pan for any water heater installation.
Failure to install one is the sole responsibility of owner and/or installer. Reference
UPC 2000 (Uniform Plumbing Code) Section 510 - Protection from Damage or
IPC 200 (International Plumbing Code) Section 504- Safety Devices.

KEEP THESE INSTRUCTIONS AT HAND
SAVE THESE INSTRUCTIONS

WARNING

MODEL GL 2.5 GL 4 GL 6+

Capacity gallons 2.75 3.85 7.0 (Hor) / 5.1 (Vert)

Voltage Vac 110/120 for each model

Power at 120 Vac Watts 1500 1500 1500

Maximum Water pressure psi 150 150 150

Weight Lbs 15.5 17.3 29.5

Amperage Amps 12.50 for each model

Phases 1 1 1

Technical data

WARNING
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FIG. 2/1 DIMENSIONS FOR GL 2.5 - GL 4

DIMENSIONS FOR GL 6+ (HORIZONTAL INSTALLATION)

DIMENSIONS FOR GL 6+ (VERTICAL INSTALLATION)

FIG. 2/2

FIG. 2/3
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General remarks
The manufacturer cannot be responsible for the damages caused by improper
installation or by failure to follow instructions in this pamphlet. Comply with the
installation instructions before completing electric connection.

The thermostat has been pre-set at the factory between 41°C (105° F) and 45° C (113° F).

Hydrogen gas can be produced in a hot water system served by this heater that has not
been used for a long period of time (generally 2 weeks or more). Hydrogen gas is
extremely flammable. To reduce the risk of injury under these conditions, it is
recommended that the hot water faucet be opened for several minutes before using any
electrical appliance connected to the hot water system. If hydrogen gas is present, there
will probably be an unusual sound such as air escaping through the pipe as the water
begins to flow. There should be no smoking or open flame near the faucet at this time.

Any water heater should be installed in such a manner that if it should leak, the resulting
flow of water will not cause damage to the area in which it is installed. National Plumbing
codes require a drain pan for any water heater installation. Failure to install one is the
sole responsibility of owner and/or installer. Reference UPC 2000 (Uniform Plumbing
Code) Section 510- Protection from Damage or IPC 2000 (International Plumbing Code)
Section 504- Safety Devices.

CAUTION

CAUTION

CAUTION

CAUTION

Installation instructions

Fasten the supplied mounting bracket to the wall. Use screws that are suitable for the
wall material and the weight of the heater. Hang the water heater on the bracket. Tug
down wards on the heater to ensure that both “fingers” of the bracket are seated in the
mounting slots. Confirm water piping orientation before wall mounting. Wall bracket will
not support the GL6+ when the plumbing connections are installed horizontally.

Heater can sit on floor. Confirm water piping orientation before locating on floor location.

As per the National Electric Code the GL6+ needs to be wired with 12 GA. wire to a minimum
20 amp/ maximum 20 amp branch circuit. To wire the GL6+ model:
1. Pry off the round cover plate (V Fig. 3/1) from its right hand edge (W Fig. 3/1) with a

small flat-head screwdriver.
2. Remove the Phillips screw revealed beneath the round cover plate.
3. The cover (C Fig. 3/1) can now be removed by pulling out its left-hand edge. When

reassembling, work in the opposite way being careful to insert the tongue of the cover
into the slot.

4. Insert 12 AWG through conduit at rear of heater. Secure internal wire connector
(A Fig. 3/2) and connect wiring to right side of thermostat control and ground. Positive
(+) to lower terminal marked “L” (E Fig. 3/2) and Neutral to upper terminal marked “N”
(H Fig. 3/2). Unit must be grounded at groundscrew (T Fig. 3/2) on element base.

5. When the GL6+ is not within sight of the electrical circuit breakers, a circuit breaker
lockout or additional local means of disconnection for all non grounded conductors must
be provided that is within sight of the appliance. [REF NEC 422.31]

Connect the cold water inlet pipe to the inlet nipple (marked with a blue ring) and the hot
water outlet pipe to the outlet nipple (marked with a red ring).
The model GL 6+ can be piped horizontally from the side or vertically from the top. If you
wish to install the unit horizontally, with the piping connections on the right side, you will have
to be certain the tap between the two water tappings is plugged, the supplied Temperature
and Pressure Relief Valve will need to be installed on top. See location of T&P relief valve in
Fig. 2/2.

Wall
mounting
(only for vertical
installation)

MODEL GL 6+

Wiring
and
Grounding
instructions

Pipe
connections

Floor
Mounting

The GL 6+ water heater can be installed under the sink.

4

29.1.60.542.1.04 libretto  19-01-2004  9:35  Pagina 4



MODEL GL 2.5 - GL 4

The GL 2.5 and GL 4 water heaters can be installed under the sink.

Fasten the supplied mounting bracket to the wall. Use screws that are suitable for the
wall material and the weight of the heater. Hang the water heater on the bracket. Tug
down wards on the heater to ensure that both “fingers” of the bracket are seated in the
mounting slots.

Wall
mounting

FIG. 3/2 G
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FIG. 3/1
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If you wish to install the unit vertically, with the piping connections on top, you will have to
be certain the tap on the side is plugged, the supplied Temperature and Pressure Relief
Valve will need to be installed on top. See location of T&P relief valve in Fig. 2/3.
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ARISTON • LIMITED 6 YEARS WARRANTY
COVERAGE
ARISTON, THROUGH ITS U.S. DISTRIBUTOR
CONTROLLED ENERGY CORP., (hereinafter
CEC) guarantees this water heater to the
Owner (hereinafter “Owner”) of the water heater
at the original installation location against
defects in material and workmanship for the
periods specified below.

WARRANTY PERIOD
1. The inner Tank - If the inner tank leaks within
six (6) years from the date of original installation
of the water heater, because of a defect in
material or workmanship, CEC will furnish to
such Owner a new heater of the then prevailing
comparable model.

2. Any Component Part Other than The
Original Inner Tank - If any component part
(other than the inner tank) proven to be
defective in material or workmanship within one
(1) year from the date of original installation of
the water heater, CEC will furnish the Owner
with a replacement of the defective part(s).

3. Verification of Date of Original Installation
- When Owner cannot verify or document the
original date of installation, the warranty period
begins on the date of manufacture marked on
the tag affixed to the water heater.

EXCLUSIONS
1. THIS LIMITED WARRANTY SHALL BE THE
EXCLUSIVE WARRANTY MADE BY THE
MANUFACTURER AND IS MADE IN LIEU OF
ALL OTHER WARRANTIES, EXPRESSED OR
IMPLIED (WHETHER WRITTEN OR ORAL),
INCLUDING, BUT NOT LIMITED TO,
WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PURPOSE.

2. The Manufacturer shall not be liable for any
incidental, consequential, special or contingent
damages or expenses arising, directly or
indirectly, from any defect in the water heater or
the use of the water heater.

3. The Manufacturer shall not be liable for any
water damage arising, directly or indirectly, from
any defect in the water heater component
part(s) or from its use.

4. Manufacturer shall not be liable under this
warranty if:

a) The water heater or any of its component
parts has been subject to misuse, alteration,
neglect or accident, or
b) The water heater has not been installed in
accordance with the applicable local
plumbing and/or building code(s) and/or
regulation(s), or
c) The water heater has not been installed in
accordance with the printed manufacturer’s
instructions, or
d) The water heater is not continuously

supplied with potable water.

5. The OWNER and not the Manufacturer or his
representative shall be liable for and shall pay
for all field charges for labor or other expenses
incurred in the removal and/or repair of the
product or any expense incurred by the owner
in order to repair the product.
SOME STATES DO NOT ALLOW THE
EXCLUSION OR LIMITATION OF INCIDENTAL
OR CONSEQUENTIAL DAMAGES, SO THE
ABOVE LIMITATION OR EXCLUSION MAY
NOT APPLY TO YOU. THIS WARRANTY
GIVES YOU SPECIFIC LEGAL RIGHTS AND
YOU MAY ALSO HAVE OTHER RIGHTS
WHICH MAY VARY FROM STATE TO STATE.

IMPORTANT: OWNER SHALL KEEP THIS
MAKE A CLAIM

NOTE: A water heater should be installed in
such a manner that if it should leak, the

resulting flow of water will not cause damage
to the area in which it is installed.

HOW THE OWNER CAN SECURE SERVICE
OR MAKE A CLAIM

1. Owner should contact the dealer who sold
the water heater covered by this warranty or
2. Owner should submit the warranty claim
directly to CEC at the address listed below, and
they will arrange for the handling of the claim
3. Whenever any inquiry or service request is
made, be sure to include the water heater
model number the date of manufacture , date of
installation, Dealer’s name and the watts and
voltage.
4. When returning the water heater or
component part(s), they must be individually
tagged and identified with the Returned Goods
Authorization # issued by CEC and shipped
prepaid to CEC at the address below.

Controlled Energy Corp.
340 Mad River Park
Waitsfield, VT 05673
866-330-2729

COMMON SENSE HEAT & HOT WATER TECHNOLOGY

www.controlledenergy.com/tech
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